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Switches

 

Metal Switch Medium Stroke, Switching Voltage up to 250 VAC

Single-color RGB RGB 

See below: 
Approvals and Compliances

Description
- Momentary action switch available in version: Standard (ST), with Let-

tering (LE), with Point Illumination (PI) and with Ring Illumination (RI) 
- Single color or RGB illumination 
- Choice from 7 colors for RGB variants 
- Assembly method: clip micro-switch into the saddle, secure switch 

using mounting nut 
- Equipped with flat-pin plugs to permit fast connection

Unique Selling Proposition
- Attractive tactile feedback
- High quality materials
- Long life span
- Single color or homogeneous RGB illumination

Characteristics
- Housing and actuator material: high-quality stainless steel
- Variety of design options regarding size, colour, illumination, connec-

tion or lettering
- Switching voltage from 30 VDC to 250 VAC, switching current from 0.1 

A to 10 A
- IP-Protection:  IP 67 from front side to contact area, Micro-Switch is 

available in versions IP 40 or IP 67
- for use in harsh environments (see technical data)

References
Alternative: double-pole switch:   MSM DP 19;  MSM DP 22;  MSM DP 
30 
Alternative: Other diameter   MSM DP 19;  MSM DP 22;  MSM DP 
30;  MSM 16 

Weblinks
html-datasheet, General Product Information, CAD-Drawings, Product 
News, Detailed request for product

https://www.schurter.com/en/PG70
http://www.schurter.ch/pdf/english/typ_MSM_DP_19.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_22.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_30.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_30.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_19.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_22.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_30.pdf
http://www.schurter.ch/pdf/english/typ_MSM_DP_30.pdf
http://www.schurter.ch/pdf/english/typ_MSM_16.pdf
http://www.schurter.ch/en/datasheet/MSM%2030
https://www.schurter.ch/en/products/es_general_info.asp?language_id=0
https://www.schurter.com/en/support/iframe_cad.asp?SearchText=MSM_30&ConfirmButton&SearchFilter=Type
https://www.schurter.com/en/Newsroom?sbu=switches
https://www.schurter.com/en/Newsroom?sbu=switches
https://www.schurter.com/en/Contacts/Contact-Form?type=MSM_30
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Technical Data
Electrical Data
Switching Function N.O., N.C., N.O./N.C. 
Number of Poles 1-pole 

https://www.schurter.com/en/PG70
https://www.schurter.com/en/Components/Connectors/General-Product-Information#1.1
https://www.schurter.com/en/Components/Connectors/General-Product-Information#1.1


3

Metal Line Switches MSM 30https://www.schurter.com /PG70

Switches

Approval Logo Certification Body Description

Low Voltage Directive 2014/35/EU compliant following certificate numbers apply to micro switch

VDE / ENEC Certificate Number (Omron): 40008425, 129246, 125256

UL UL / CSA File Number (Omron): E41515

VDE / ENEC Certificate Number (Marquardt): 097550

UL UL / CSA File Number (Marquardt): E41791

KEMA KEMA / ENEC File Number (Cherry): 2089323.01

https://www.schurter.com/en/PG70
https://www.schurter.com/en/rohs
https://www.schurter.com/en/REACH
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MSM 30 PI 

https://www.schurter.com/en/PG70
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Dimension

MSM 30 ST / MSM 30 RI 
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Drilling diagram

MSM 30 LE / MSM 30 PI / MSM 30 
RI optional 
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Drilling diagram

Assembly Instructions

During assembly, the protruding bars of the holder should not be pressed together. I Housing 
II Flat Pin Terminal (Illumination) 
III Gasket 
IV Nut (Nut type see Dimensions) 
V Module Switching Contact

Installation Instruction: 
1.) Place the gasket accurately on the actuator housing. Then mount the actuator housing assembly into the panel. 
2.) Tighten the screw nut according to the torque instructions.  
3.) Clasp the module switching contact into the micro switch holder of the actuator housing. 
 
Installation information: 
1.) The power supply and the configuration of the flat pin terminals have to be installed correctly for the illumination and micro switch function. 
2.) Insulate the terminals as required. Fully insulated plug-in sleeves are recommended. 
3.) Installation instructions according to VDE-standard DIN VDE 0100-100 or alternatively IEC 60354 standard.

https://www.schurter.com/en/PG70
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Diagrams

MSM ST / MSM LE 

COM NO NC

MSM PI 

COM NO NC

MSM RI / 24 V Single color 

Rv Rv
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https://www.schurter.com/en/PG70


https://www.schurter.com/en/PG70
https://www.schurter.ch/en/part/1241.6661.1110000
https://www.schurter.ch/en/part/1241.6661.1120000
https://www.schurter.ch/en/part/1241.6661.1130000
https://www.schurter.ch/en/part/1241.6661.1170000
https://www.schurter.ch/en/part/1241.6663.1111000
https://www.schurter.ch/en/part/1241.6663.1114000
https://www.schurter.ch/en/part/1241.6663.1121000
https://www.schurter.ch/en/part/1241.6663.1122000
https://www.schurter.ch/en/part/1241.6663.1124000
https://www.schurter.ch/en/part/1241.6663.1125000
https://www.schurter.ch/en/part/1241.6663.1132000
https://www.schurter.ch/en/part/1241.6663.3121
https://www.schurter.ch/en/part/1241.6664.1111000
https://www.schurter.ch/en/part/1241.6664.1112000
https://www.schurter.ch/en/part/1241.6664.1113000
https://www.schurter.ch/en/part/1241.6664.1114000
https://www.schurter.ch/en/part/1241.6664.1121000
https://www.schurter.ch/en/part/1241.6664.1122000
https://www.schurter.ch/en/part/1241.6664.1123000
https://www.schurter.ch/en/part/1241.6664.1124000
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https://www.schurter.com/en/PG70
https://www.schurter.ch/en/part/1241.6664.1125000
https://www.schurter.ch/en/part/1241.6664.1132000
https://www.schurter.ch/en/part/1241.6664.1134000
https://www.schurter.ch/en/part/3-102-785
https://www.schurter.ch/en/part/3-102-787
https://www.schurter.ch/en/part/3-108-964
https://www.schurter.ch/en/part/3-108-965
https://www.schurter.ch/en/part/3-108-966
https://www.schurter.ch/en/part/3-108-967
https://www.schurter.ch/en/part/3-108-968
https://www.schurter.ch/en/part/3-108-969
https://www.schurter.ch/en/part/3-108-977
https://www.schurter.ch/en/part/3-108-978
https://www.schurter.ch/en/part/3-108-979
https://www.schurter.com/en/Stock-Check/Stock-Check-SCHURTER
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Accessories

Description

 

Power Supply 
Power Supply IP42 for LED- and Illumination applications indoor 90~264 VAC => 24 VDC 0.34 A 8 W

The specifications, descriptions and illustrations indicated in this document are based on current 
information. All content is subject to modifications and amendments. Information furnished is believed 
to be accurate and reliable. However, users should independently evaluate the suitability and test each 
product selected for their own applications.
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https://www.schurter.com/en/PG70
http://www.schurter.ch/pdf/english/typ_Power_Supply.pdf

	

